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Our standard colour range is below; warranted against corrosion for two years.
Enhanced PPC �nishes are available for C4 and C5 applications, and we’re happy to �nish 

in non-standard colours too - please contact our Sales Team for further information. 

RAL 9016 Tra�c White RAL 9002 Grey WhiteRAL 9010 WhiteRAL 9003 Signal White RAL 1021 Colza Yellow

RAL 7012 Basalt Grey RAL 7016 Anthracite Grey RAL 7024 Graphite GreyRAL 7022 Umbra GreyRAL 7015 Slate Grey

RAL 7035 Light Grey RAL 7039 Quartz GreyRAL 7038 Agate GreyRAL 7037 Dusty GreyRAL 7030 Stone Grey

RAL 7042 Tra�c Grey A RAL 9006 SilverRAL 8019 Grey BrownRAL 7043 Tra�c Grey BRAL 7040 Window Grey

BS10A05 Goosewing Grey RAL 5024 Pastel BlueBS 18 B 25 Merlin GreyBS18 B 17 HeronRAL 9007 Grey Aluminium

RAL 5015 Sky Blue RAL 8004 Copper BrownBS12B21 Moorland GreenBS 18 E 53 Cobalt BlueRAL 5012 Light Blue

RAL 3000 Flame Red RAL 5002 Ultramarine BlueBS 04 E 53 Poppy RedRAL 3020 Tra�c RedBS08B29 Van Dyke Brown

RAL 5005 Signal Blue RAL 6002 Leaf GreenRAL 5011 Steel BlueRAL 5010 Gentian BlueRAL 5003 Sapphire Blue

RAL 6005 Moss Green RAL 9004 Signal BlackRAL 7021 Black GreyBS12B29 Juniper GreenRAL 6003 Olive Green

RAL 9005 Jet Black

RAL 7000 Squirrel Grey RAL 7009 Green GreyRAL 7005 Mouse GreyRAL 7004 Signal Grey RAL 7011 Iron Grey
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